## Violin Backpacts

CROCHET


Design by Claudia Giardina © 2023 Art\&Crochet


## PICTURES

## BACKPACK MEASURES

Width: $26 \mathrm{~cm} \quad$ Height: $41 \mathrm{~cm} \quad$ Depth: 6 cm


## MATERIAL


$100 \%$ Acrylic Wool Crochet Hook 3.50 mm


Hot Glue Gun - Golden Pearls Plier - Golden Wire 0.6 mm


Lining
Eva Rubber Sheet ( 2 mm )


1 Swivel snap hook - 2 Sliders 2 Rings - 2 D-rings

## FINGERBOARD

Begin 9 CH .Rw 1-7: $1 \mathrm{CH}, 9 \mathrm{SC} x 7$ rows.
Rw 8: $1 \mathrm{CH}, 2$ SC closed together, $5 \mathrm{SC}, 2 \mathrm{SC}$ closed together.
Rw 9-15: 1 CH, 7 SC x 7 rows.
Rw 16: $1 \mathrm{CH}, 2 \mathrm{SC}$ closed together, $3 \mathrm{SC}, 2 \mathrm{SC}$ closed together.
Rw 17-23: $1 \mathrm{CH}, 5 \mathrm{SC} x 7$ rows.
Rw 24: $1 \mathrm{CH}, 5 \mathrm{ST}$.
Rw 25: $1 \mathrm{CH}, 2 \mathrm{SC}$ together, $3 \mathrm{SC}, 2 \mathrm{SC}$ together.
Rw 26-35: $1 \mathrm{CH}, 7 \mathrm{SC}$ x 10 rows.
Rw 36: $1 \mathrm{CH}, 2$ SC closed together, $3 \mathrm{SC}, 2 \mathrm{SC}$ closed together.
Rw 37-38: $1 \mathrm{CH}, 5 \mathrm{SC} x 2$ rows.
Rw 39: 1 CH . Work 5 SC including the Peg (see pictures on page 9).
Rw 40-41: $1 \mathrm{CH}, 5 \mathrm{SC} x 2$ rows.
Rw 42: 1 CH . Work 5 SC including the Peg (see pictures on page 9).
Rw 43-44: $1 \mathrm{CH}, 5 \mathrm{SC} \times 2$ rows. Cut off the thread.

## TAILPIECE

- Begin 5 CH .

Rw 1-10: $1 \mathrm{CH}, 5 \mathrm{SC} x 10$ rows.
Rw 11: 1 CH, 2 SC together, 3 SC, 2 SC together.
Rw 12: 1 CH, 7 SC.
Rw 13: 1 CH, 7 SC.
Rw 14: $1 \mathrm{CH}, 2 \mathrm{SC}$ together, $5 \mathrm{SC}, 2 \mathrm{SC}$ together.
Rw 15-18: $1 \mathrm{CH}, 9 \mathrm{SC} x 4$ rows. Cut off the thread.
Rd 19: Work all around in SC.

## BRIDGE

Begin 10 CH .Rd 1: $1 \mathrm{CH}, 10 \mathrm{SC}, 2 \mathrm{CH}, 10 \mathrm{SC}, 1 \mathrm{CH}$.
Close with 1 ST in the first chain. Cut off the thread.

## F-HOLE

- Begin 25 CH .

Rw 1: 1 CH, 3 SC together, 3 ST, 4 SC, 5 HDC, 4 SC. Skip 1 stitch, 1 ST, skip 1 stitch, 1 ST,
skip 1 stitch, 1 ST, skip 1 stitch, 3 SC together.
Close with 1 ST. Cut off the thread.
Work 2 F-Holes.


